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Wearable Power Bank

Your mobile workforce relies on barcode scanners to
improve working efficiency and productivity. How well your
mobile devices perform depends in great part on the batter-
ies that charge them.

For improve your worker’s working efficiency and productivi-
ty, we specially designed this watch style power bank,
1400mAnh lithium battery can extend scanner’s working time
dramatically. Wearable design allows it to be wear on your
wrist easily that makes the charging to the scanner can be
easily done at anywhere anytime.

The charging port of this power bank applied magnetics
adsorption function, you can easily connect the USB cable
to charge to the scanner without the risk of damaging the
charging port! This power bank is designed to be replace-
able; you can easily change the power bank and keep work-
ing which can save a lot of time for you.

¢ Small volume, light weight. ° Portable Watch-Style Design.

° Solid, durable and reliable ° Replaceable design.

° Double Magnetic Ports are suitable for all kinds of ° High energy density, large battery capacity.
USB ports. ¢ Charging efficiency.
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Wearable Power Bank

Physical Characteristics Environment Characteristics

Dimensions 50 mm(L) x 40 mm(W) x 15 mm(H) Operating Temperature -4 °F to +113°F /-20 °C to +45°C
2.0 inch(L) x 1.6 inch(W) x 0.6 inch(H) Storage Temperature -4 °F to +140 °F /-20 °C to +60 °C
Weight 32g/1.130z. Humidity 5% to 90% non-condensing
Battery Capacity 1400mAh Drop Rating Can withstand multiple drops from 3.9 ft/1.2m
LED indicator light Each 25% reduction, the corresponding LED to concrete ground over the operating tempe-
goes out. rature range
Four indicators are on when the power bank is Certification CE, FCC, RoHS

fully charged.

Output Parameters Three-view Drawing

Power Output 5V/1A
Output Interface Magnetic micro-USB
Number of charges to the scanner R1000BT series 2.2 times;
R5000BT series 1.5 times
Comprehensive efficiency- >55%
Of discharge 50mm/2.0inch
Input Parameters
Power Input DC5V/1A
Charge Time 2.3 hours
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Generalscan Inc.

Add:200 Buckelew Ave, Jamesburg, NJ
Postcode: 08831
Tel: +1 1469583-7367




